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APPLY TACK COAT L CDEPTH MAY VARY) I
CTYPICAL) ITEM 407. 0102 — DILUTED TACK COAT. SEE NOTE #3
ITEM 402, 257902 - F9 BINDER COURSE HMA, 70 SERIES
CDEPTH MAY VARY)
REMOVED UNDER ITEM 2A, CDEPTH MAY VARY) SEE DETAIL BELOW

"UNCLASSIFIED EXCAVATION”,
REPLACEMENT TO BE MADE
UNDER ITEM 4,” SELECT
GRANULAR MATERIAL”

ITEM 402. 011902 - 4" TYPE 2 F9, ASPHALT TREATED PERMEABLE BASE COURSE

ITEM 4 - 127 SELECT GRANULAR MATERIAL
ITEM 126 - GEOTEXTILE

NOTES:
PVC. CAP FINISH GRADE

TP NUT ONLY TO BE PAVEMENT
EXPUSED ABOVE GRADE
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1> CONTRACTOR SHALL ENSURE THAT ALL SURFACES GRADE
TO DRAIN.,  WHERE TYPICAL SIDEWALK & TREELAWN SLOPE
uF 1747 PER FOOT DOES NOT ACHIEVE THIS, AND MATCH
EXISTING BACK OF WALK ELEVATIONS, THEN TREELAWN AND
SIDEWALK SLOPES SHALL BE ADJUSTED AS APPROVED BY
ENGINEER OR HIS DESIGNATED REPRESENTATIVE

’ ASPHALT TREATED L
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DIMENSIONS OF TYPICAL SECTION MAY VARY TO MEET
EXISTING STREET CONDITIONS, AS INDICATED ON THE
PLANS, 0OR AS ORDERED BY THE ENGINEER (A 0O B. E. >,

ITEM 407, 0102 - DILUTED TACK COAT - SHALL BE USED
BETWEEN ALL HMA ASPHALT LAYERS
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