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Clad Commercial Door Butaroandyou:

Unit Features

Clad 1 3/4" Commercial Door: CCD

Frame:
o Frame thickness: 1 1/16" (27).
¢ Frame width: 4 9/16" (116).
. Opﬂenal-Steﬂ-F-rame—-—QMﬂ (44} panel-dear-only:=—16-gauge-with-unequal-rabbet—4-3/4"{1243-6-3/4" {448}-5-3/4474) F-3/4"
(187 frame
o Sill: Standard factory installed thermal barrier saddle low profile .500" (13) by 7.125" (181) sill. ©ptienal:-thermal-barriersaddle-lew
profile 260" (8) by-7-425" (181) sill-Offset saddle low-profile-500- (13) by-7-00" (4178) slllwith-260" (&) sffset:- Standard finish: Mill
Finish Aluminum.
= Optierak-Neo-sill:
Panel:
¢ Panel thickness: CCD 1 3/4" (44) and-CMCD-2-1/4"(57):
o Top rail height:
o CCD panel: 6" (152).
o GMGD-panek-8-1/8-{208):
¢ Panel core material is solid Pine or follows the species of the door.
¢ Stile width, locking and hinge stiles are 6" (153) wide with LVL core.
o Bottom rail height: 11 3/8" (289) is solid pine or follows the species of the door.
* Qptienal 8" (152) intermediate-rall is-solid-pine-or-fellows-the spacies of the-doer-is-coriored 26" (660} o40-5(16" (1024} from
botiem-of door-sill:
Glass and Glazing:

¢ Select quality complying with ASM C 1036. Comply with 16 CFR 1201 Safety Standard for Architectural Glazing Materials.
Tempered insulating glass IGMA.IGCC certified to performance level CBA when tested in accordance with ASTM E 774.

¢ Glazing Seal: Tempered insulating glass hermetically sealed placed into an exterior bed of silicone.

o CCD has 3/4" IG with removable interior vinyl glazing stops with clear wood covers, no visible fasteners.

o CMED-has 1" 1G-with-nailcd-on-glazing-steps.

o Glazing Method: Tempered Insulating Glass (Altitude-Adjusted)

o Glass Type: Clear;—Brenze:Gray;—Rofloctive-Bronze: LoE2-272® with erwithout Argon; LoE2 366% with—orwitheut-Argon:

B

LRSI

Hardware:
e Hinges: 4 1/2" (114) x 4 1/2" (114) square corner ball bearing hinges. Standard finish color and substrate: Satin-Chrome{LUS26D)
e\rcepb&ss-sabs*-f{afs
stral i s6-(US3),-Stainless-Steel {LUS32D).
e CCD panel: Three hlnges per panel up to 85 9/1 6" (2173) hlgh four-hinges-per-panel-on-deoors-ever-86-8946- 2443y rough
opening.
o CMGD-panel-Three-hinges-per-panel-up-to-85-0/16" (2173) and-95" (2413) high-5-hinges-per-panel-en-units-over85” (24433 high-
o No lock no bore is standard.
> Qptional-Commereial-Hardware-Package:
e Gloser-rim-devise-morise-losk-removable-mullien-and-kick-plate:
a Optienal-hardwars-Rouls-and-Prope-
« Von-Duprin-Push-pad-Rim-Bevises-and-Trim-Sels-
+ Von-Duprin-Gress-Bar-Device-and-Trim-Sets:
¢ Schlage L-Mortise-Lock-and Trim-Sets-
» Schiage-NB-Cylindrical-locks:
e Alarm-Lesk:
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MARVINT3

Built around you.

Clad Commercial Door
1 3/4" Commercial Section Details: Operating
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Clad Ultimate Double Hung Collection Bufkscoundyos

Unit Features - Clad Ultimate Double Hung

Clad Ultimate Double Hung Collection:
Clad Ultimate Double Hung: CUDH
Clag-Ultimate Double Hurg-Rishure- CUDHR
Clad-Yltimate-Deuble-Hurg-Trapsem:-GUDHT
Clad-Uitimate Double-Hung-Reund-Tep:- CUDHRT
Clad-Ultimate Double Hung Bows-and-Bays-=CUBHBB
Frame:
o Frame thickness: 11/16"(17) thick at head and jambs and 1 7/16"(37) thick at sill.
e Frame Width: 4 9/16"(116)
« Optional-DR50-silHiner-maximum-size-2830-0r-3026
Sash:
e Operating Sash and Transom Sash thickness: 1 9/16" (40).
+ Pigture-unit-sash-thickness-1-/8-{48).
o All measurement are nominal - Sash: All removable for cleaning, service or finishing.
o CUDH/CUDHT: Bottom of sill to top of wood interior: 2 9/16" (65)
o Top Rail - 2" (51), Stiles - 1 3/4" (44), Bottom Rail - 3 9/32" (83)
o Jop-Rail—2" (51); Stiles—-2 7/18" (62); Bottem Rail 3-13/32" 8%

Hardware: - See Individual Product Chapters

Weather Strip:
e Operating units: Continuous leaf weather strip at head jamb; dual bulb at check rail, weather strip and bottom rail.

> Color: Beige.
¢ Picture units: Continuous weather strip at perimeter; leaf and bulb weather strip at jamb, bulb weather strip at head and sill.
= Color: Beige

Insect Screens:
o Standard Screen is roll formed aluminum.
o Aluminum screen: Full screen standard, half screen optional.
o Aluminum surround to match exterior frame clad color.
« Screen mesh: Standard is Charcoal Fiberglass. Optienal-Charceal-High-Transparency-Fibsrglass-Mesh—Charsoal-Auminum
Wire-Blagk-Aluminum-Wire-Bright-Aluminum-Wire;-or-Bright Bronze-Aluminum-Wire:
= Optional-Beuble-Hupg-Magnum-sereen-extruded-aluminum.
Combination-Storm-Sash-and-Screen:
o Frame-Extruded-aluminum-frame-045"(1.1)-thick.-Color:-Stene- White,-Bahama Brown-Pebble-Gray-and-Evergreen:
« Insest-secreen—Sereen-mesh~LCharceal-Aluminum-Wire.-Optional ssreern-material-Charcoal-Fibergless-Mash, - Blask-Aluminum
Wire-Bright-Aluminum-Wire-Bright Bronze-Wire-Optional-Charsoal-High-Transparensy-Fiberglass-Mesh-(CH-Hi- Tran):
¢ Weather strip:-Pile- weather strip-between-operating-panels-and-at stiles of-main-frame-
¢ Hardware-Spring-loaded-latches-to-secure storm panel:
Glass and Glazing:
e Glazing method: Insulating.
¢ Glazing seal: Silicone glazed.
o Standard glass is insulating LoE2272® with Argon or Air.

« Optional-glass-types:-LoE 3668 with-Argon-or-Air-LoE
Cray-tint-and-Reflestive-Bronze.

o Glazing-will-be-altitude-adjusted for-higher-elevations. argon-gas-net-insluded:
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Clad Ultimate Double Hung

.MARVIN 3

Built around you,

Section Details: Operating
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MARVIN:&

Built around you.

Clad Direct Glaze Polygon and Round Top
Unit Features: Clad Direct Glaze Polygon

Clad Direct Glaze Polygon: CDGP

Frame:
o Frame width: 4 9/16" (116)
o Frame thickness: 1 3/32" (28)
¢ Minimum frame angle 15°

Glass and Glazing:
¢ Glazing seal:
o Glazed from the interior
o Exterior of the glass is sealed to cladding with glazing sealant
o Interior of the glass is sealed to interior glazing bead with glazing tape
o Standard glass: insulating LoE2-272® with Argon or air
Gphona!g#aang—avaﬂable«ﬁ%%-“—mﬂ%gen—e#a&r—w SSSQWWhAFgen-er-aH'—elear—t' nta—-tempewd—aﬂéabsawe
a Optional-tri-pane-glazing-available: LoE2- 2722/180™,
Krypton-fill
. Itnsulatmg g_lass Wi Ia_la Iallt“:da Iadjus_msl "'Im' aapll_lau mt’"f ¢ IE'I' :"ghal o

.Gla;mg-seal—smeene-glazed

Interior Shades:
» Gollular-shade-is-attached-te-the windew-with-a-remoevable-surreund-system-that-heuses-the-eellular-shade-system
= Shade-cartridge-is-removable-and-replaceable
= Qpe-shade-perframe-opening

- Sh}p-latar—shade—eysiam—emp&-at-a-later dateehesen by—%h&eus&amef
o Shade-optien-must-be-chosen-atthe-time-of-unit-order
+ Fabric-opacity-and-celor-can-be chesen-atlaterdate
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Clad Direct Glaze Polygon and Round Top

MARVIN 3,

Built around you.
Section Details: Clad Direct Glaze Polygon - Standard and Impact
Scale: 3'=1'0"
Insulating Glass
| 521/32"
" (14: gme" |_13m2 13/32
+ (116) [28) {EE}
e 132
131/32" / (28)
(50) TN
1 f
oo
o
i q ot
131/32" u E * 131/32" | Daylight 131/32"
(50) / / / / 13/32" 0y | Opening (50)
5 / 1 (28) Frame
* f Size |
Jambs
Head Jamb and Sill
1Z3 - Impact Glass
| 521/32"
| m:fms. 1 332" 1332
* {116) (28) (28)
¥ 1 332"
131/32" (28) \
{50) g
— ) é 1 \ 4 8/16"
P @N (118)
T | ! 521/32"
2, EP . i I (144)
ER < [ [1
= g’g T : e A
| I B
131/32" s —IZ] * 131/32" Daylight 13132 |
(50) / / / / 13/32" 0y | Opening | (50
n 128 Frame
f * Size
Jambs

Head Jamb and Sill

NOTE: CE mark is not avaialble on Impact units
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